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moving targets, the system shall be capable
of simultaneously showing land masses.

The system display shall include a heading
indication and bearing ring. The system
shall also have the capability of allowing the
operator to select ‘‘head-up’’ and to cancel
the vector or line presentation of any of the
targets. The presentation shall be non-
smearing when changing modes or display
scales in order to permit rapid evaluation of
the displayed data.

Target acquisition, for display data pur-
poses, may be manual, automatic or both, as
specified by Owner.

For any manual acquisition system the
alarms shall be initiated by a preset min-
imum range; and likewise for any automatic
acquisition system the alarms shall be initi-
ated by a preset minimum acceptable pass-
ing distance (CPA—Closest Point of Ap-
proach) and a preset advance warning time
(TCPA—Time to Closest Point of Approach).
Means shall be provided to silence the audio
alarm for a given threat but the alarm shall
resound upon a subsequent threat. The vis-
ual alarm shall continue to operate until all
threats have been eliminated. If the collision
avoidance system fails to perform as indi-
cated above, after the system is set for unat-
tended monitoring, the system shall produce
both audio and visual warning alarms.

The system shall be capable of simulating
a trial maneuver.

In addition to the target display, an alpha-
numeric readout shall be provided which can
present range, bearing, course, speed, CPA
and TCPA for any selected target, either on
the target display or by other display means.

The collision avoidance system shall be en-
ergized from the interior communications
panel board in the wheelhouse.

The collision avoidance function may be
incorporated in an integrated conning sys-
tem, provided that failure of any other inte-
grated system component will not degrade
the collision avoidance function.

[CGD 79–148, 45 FR 54039, Aug. 14, 1980; 45 FR
71800, Oct. 30, 1980, as amended by CGD 83–
004, 49 FR 43467, Oct. 29, 1984; USCG–1998–3799,
63 FR 35532, June 30, 1998]

§ 164.39 Steering gear: Foreign tank-
ers.

(a) This section applies to each for-
eign tanker of 10,000 gross tons or
more, except a public vessel, that—

(1) Transfers oil at a port or place
subject to the jurisdiction of the
United States; or

(2) Otherwise enters or operates in
the navigable waters of the United
States, except a vessel described by
§ 164.02 of this part.

(b) Definitions. The terms used in this
section are as follows:

Constructed means the same as in
Chapter II–1, Regulations 1.1.2 and
1.1.3.1, of SOLAS 74.

Existing tanker means a tanker—
(1) For which the building contract is

placed on or after June 1, 1979;
(2) In the absence of a building con-

tract, the keel of which is laid or which
is at a similar stage of construction on
or after January 1, 1980;

(3) The delivery of which occurs on or
after June 1, 1982; or

(4) That has undergone a major con-
version contracted for on or after June
1, 1979; or construction of which was
begun on or after January 1, 1980, or
completed on or after June 1, 1982.

Public vessel, oil, hazardous materials,
and foreign vessel mean the same as in
46 U.S.C. 2101.

SOLAS 74 means the International
Convention for the Safety of Life at
Sea, 1974, as amended.

Tanker means a self-propelled vessel
defined as a tanker by 46 U.S.C. 2101(38)
or as a tank vessel by 46 U.S.C. 2101(39).

(c) Each tanker constructed on or
after September 1, 1984, must meet the
applicable requirements of Chapter II–
1, Regulations 29 and 30, of SOLAS 74.

(d) Each tanker constructed before
September 1, 1984, must meet the re-
quirements of Chapter II–1, Regulation
29.19, of SOLAS 74.

(e) Each tanker of 40,000 gross tons or
more, constructed before September 1,
1984, that does not meet the single-fail-
ure criterion of Chapter II–1, Regula-
tion 29.16, of SOLAS 74, must meet the
requirements of Chapter II–1, Regula-
tion 29.20, of SOLAS 74.

(f) Each tanker constructed before
September 1, 1984, must meet the appli-
cable requirements of Chapter II–1,
Regulations 29.14 and 29.15, of SOLAS
74.

[CGD 83–043, 60 FR 24771, May 10, 1995]

§ 164.40 Devices to indicate speed and
distance.

(a) Each vessel required to be fitted
with an Automatic Radar Plotting Aid
(ARPA) under § 164.38 of this part must
be fitted with a device to indicate
speed and distance of the vessel either
through the water or over the ground.
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